Ozel Kablolar
Special Cables

(N)TSCGEWOU (SMK) 3,6/6 kV - 6/10 kV TSE K 370

1
2
3
4
1- Kalayl, ince cok telli bakir iletken
5 Tinned, fine-stranded Cu-conductor
2- ig yan iletken tabaka
6 Inner semi conductive layer
3- PROTOLON® (EPR) yalitkan
PROTOLON® (EPR) insulation
4- Dig yani iletken tabaka
Outer semi conductive layer
7

5- Lastik i kilif
Rubber inner sheath

6- Sentetik iplikten corap orgii
Synthetic yarn braiding

7- PROTOFIRM® dis kilif
PROTOFIM® outer sheath
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Maksimum
isletme Sicakhig
Maximum Operating
Temperature

Kisa Devre
Sicakhg1
Maximum Short
Circuit Temperature

Aleve Dayaniklilik
Flame Retardant
IEC 60332-1-2

Kullanildigi Yerler / Applications

O®S

Serim Sicakligi Hareketli i Madenler
Installation Makineleri Mines
Temperature Moving Building

Min -15°C Machines
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Protolon® Yalitkanl Kuyruk Kablolan
Protolon® Insulated Trailing Cables

PROTOLON"

Yapi / Construction

Kalayl, ince cok telli bakr iletkenli, PROTOLON® (EPR) yalitkanli,elektriksel
alani homojenlestirici lastik ic ve dis yan iletken tabakali, lastik i¢ kihfl,
sentetik iplik orgiilii, PROTOFIRM® dis lkilifli yaga ve aleve dayanikli orta
gerilim kablolar.

0il and flame resistant medium voltage crane cables with tinned, finely-
stranded copper conductor, PROTOLON® (EPR) insulation with inner and
outer semi conductive layers, rubber inner sheath, synthetic yarn braiding and
PROTOFIRM® outer sheath.

Teknik Bilgiler / Technical Data

Bu kablolar, TSEK 370’e uygun olarak iiretilirler.
- izin verilen isletme sicakhig:: 90 °C

- Dis kilif rengi: Kirmizi

- Siirekli gerilme kuvveti: 15 N/mm2

- Maksimum hareket hizi: 120 m/dak.

These cables are produced according to TSEK 370
- Permissible operating temperature: 90 °C

- Color of outer sheath: Red

- Permanent tensile force: 15 N/mm2

- Maximum moving speed: 120 m/min

Kullanildigi Yerler / Applications

Kuru, nemli ve 1slak mekanlarda, harici, agir mekanik zorlanmalarin oldugu
yerlerde, maden ocaklarinda, tasiyici ve aktarici makarali bant sistemlerinde
ving ve benzeri is makinelerinde kuyruk kablosu ve besleme kablosu olarak
kullamhirlar.

Used in dry, damp and wet places, externally, in where heavy mechanical effects
exist, in mines, in lift and transfer rolled trolley systems and similar machines
as trailing and feeding cables.

Maksimum Hareket Hizi
Maximum Moving Speed
120 m/min.
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Yaga Dayanikh
Oil Resistant

Siirekli Gerilme Kuvveti
PermantetTensile Force
15 N/mm?




Teknik Ozellikler / Technical Features

TSEK

ce

(N)TSCGEWOU (SMK) 3,6/6 kV - 6/10 kV
. . - Kablo Dis Capi Net Agirhik 20 °C’de iletken Yiizey Uzerinde Akim Sevk Uzunlugu
Nominalliesit BakigiEaktori (Yaklasik) (Yaklasik) DA Direnci Tasima Kapasitesi (Yaklasik)
Overall . . . .
Rated . Cu Factor Diameter of Cable Net Weight Fonductor DC 0per§tmg Carrying Delivery Length
Cross-section (Approx.) Resistance at 20 °C Capacity on Surface (Approx.)
(Approx.)

mm? 1000 m mm kg/km 0/km A m

3,6 /6kV
3x25+3x25/3 1.008 48,2 3.080 0,795 131 500
3x35+3x25/3 1.310 (5,22 3.650 0,565 162 500
3x50+3x25/3 1.764 56,9 4.520 0,393 202 500
3x70+3x35/3 2470 60,8 5.520 0,277 250 500
3x95+3x50/3 3.437 64,5 6.580 0,210 301 500
3x120+3x70/3 4.328 70,2 8.110 0,164 352 250

6/10 kV
3x25+3x25/3 1.008 49,9 3.270 0,795 131 500
3x35+3x25/3 1.310 53,6 3.860 0,565 162 500
3x50+3x25/3 1.764 58,7 4.750 0,393 202 500
3x70+3x35/3 2470 62,5 5.750 0,277 250 500
3x95+3x50/3 3.437 66,2 6.380 0,210 301 500
3x120+3x70/3 4.328 71,9 8.380 0,164 352 250

NOT: Alim tagima kapasiteleri 30 °C ortam sicakhiginda gecerlidir.
Current carrying capacities are valid at 30 °C ambient temperature.
Abrand of the
.
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